PIP®

AR/FR Dual Certified Carpenter Jeans - 16.4

SPECIFICATION SHEET

¥

Technical Data

Color

Sizes Available
Packaging
Packed

Case Dimensions (cm)
Case Weight (kg)
Country of Origin
Fabric

Weight

Closure

Total Pockets
Pocket Type

Construction
Certifications

Product Circularity

Blue

30/30-42/36
Bagged Each
10/Case

52.00 x 40.00 x 40.00
22.00

China

Cotton, Twill, Denim
130z

Zipper

6

Waist Pocket, Coin Pocket, Rear

Hip Pocket, Hammer Loop, Tool
Pocket

NFPA 70E, ASTM F1506, NFPA
2112

cal/cm2

e Arc Rating:ATPV15 cal/cm2 Performance Data

e PPE2(HRC2)

¢ 130z FR Denim PPE Category 2

e Contrast topstitching with aramid high tenacity FR thread ANSI Type/Class s
All metal thermally protected from the skin CSA Class -
Bar-tacked at all stress points CSA Level -

One-way heavy duty #5 brass zipper on aramid tape

2 curved waist pockets,1 coin pocket at right side, 2 rear hip patch

pockets, hammer loop on left leg and tool pocket on right leg

One set copper jeans button at front waistband

e NFPA70E / ASTM F1506

e NFPA 2112-2023

e NFPA 1975-2009

e CAN/CGSB 155.20-2000,CAN/CGSB 155.22-97,et OSHA 29
CFR1910.269

e ENISO11611:2008, EN 1SO11612:2008, EN 1SO14116:2008
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