
PIP® 
AR/FR ANSI Type R Class 3 Heavy Duty
Waterproof Breathable Jacket

10.3 oz 100% cotton jersey, polyurethane coated FR shell that is
waterproof and breathable
ARC rating: ATPV 14 cal/cm2
Waterproof, breathable and 100% cotton jersey coated FR polyester
shell
Heat applied FR reflective tape
FR resin zipper closure with storm flap
Adjustable roll-away hood accommodates hard hat
Water-tight "D" ring harness access
2 lower external flap pockets with FR hook and loop closure
FR hook and loop cu� adjustment
NFPA 70E, ASTM F1891, ASTM D6413, ASTMF1959, ANSI 107-2020

Applications
Electrical Contractors
Petrochemical Industry
Mining
Wind Energy
Emergency Services
Construction Applications

Technical Data

Color Hi-Vis Yellow
Sizes Available S-5X
Packaging Bagged Each
Packed 10/Case
Case Dimensions (cm) 58.00 x 45.00 x 30.00
Case Weight (kg) 9.00
Country of Origin China
Fabric Cotton, Polyester
Thickness --
Pocket Type Flap Pocket
Hood Attached
Length 30"
Closure Zipper
Construction D-Ring Access, Water Resistant
Certifications NFPA 70E, ASTM D6413, ASTM

F1891
Product Circularity --

Care Instructions

Do Not Wash

SPECIFICATION SHEET
STYLE: 355-2500AR
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